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Bid Summary  
Name of Bid Publishing Organization Maulana Azad Education Foundation (MAEF) 

 
Address & Contact Number Maulana Azad Campus, Chelmsford road, Opposite New 

Delhi Railway Station, Paharganj Side, New Delhi -
110055. 
Phone: - +91-11-23583788/23583789 . 
Email id – secy-maef@nic.in   
Website – www.maef.nic.in   

Name of Work Selection of Agency for Construction of Portable Cabin 
along with electrical work in Maulana Azad Campus, 
Chelmsford Road, New Delhi. 

Bid Processing Fee  Rs.2,000/ - in form of Demand Draft (Non Refundable) 

Mode of Bid Processing Fee Non-Refundable DD in favour of “Maulana Azad 
Education Foundation” payable at New Delhi. 

Earnest Money Deposit (EMD) Rs.1,50,000/ -(Rupees One lacs fifty thousand only) 
Mode of EMD  By DD or Bank Guarantee in favour of “Maulana Azad 

National Academy for Skills” from any Nationalised Bank.  
 
Bank Guarantee should be valid for a period of 365 days 
from the date of opening of Bid. 

Estimated Cost of the Work Rs.22.60 Lakh 
Bid Dates 26.08.2020 
Bid Document Download Start Date 26.08.2020 
Bid Document Download End Date 16.09.2020 
Last Date & Time for Submission of 
Technical Bid & Financial Bid. 

16.09.2020 at 1500 Hours 

Date of Bid opening 17.09.2020 at 1430 Hours 
Bid validity period 90 days from opening of Financial Bid 
Bid Addressed to:  Secretary, MAEF 

Maulana Azad Campus,  
Chelmsford Road, Opposites New Delhi Railway Station 
Entry Gate, Paharganj Side, New Delhi – 110055.  
Ph. +91-11-23583788/23583789 . 
Email id – secy-maef@nic.in 

Bid Component  1. Technical Bid  
2. Financial Bid  
3. Bid Processing fees  
4. Earnest Money Deposit 

Remarks  The Bid documents will be submitted properly in sealed 
envelopes separately.  

 

 

mailto:secy-maef@nic.in
http://www.maef.nic.in/
mailto:secy-maef@nic.in
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Introduction:  

Maulana Azad Education Foundation (MAEF) is an autonomous organization under the aegis 

of Ministry of Minority Affairs. It is dedicated to promote education, skill development and 

other developmental activities for educationally backward sections in the country.  

 

MAEF intend to appoint an agency by floating this limited tender for 

Construction/Installation of Portable Cabin along with electrical work in Maulana Azad 

Campus, Chelmsford Road, New Delhi for the Huna Haat.  

 

I. Submission of Bid:  

 

Bidder has to submit hard bound document duly numbered. Loose documents shall be cut 

rightly rejected. The Tender should be submitted in the following manner:- 

 

The First Envelope should contain the Bid Processing Fee of Rs.2,000/ - (Non Refundable) 

& EMD of Rs.1,50,000/ - (Rupees One Lacs Fifty Thousand only)  in form of Demand Draft 

drawn in favour of Ȱ-ÁÕÌÁÎÁ !ÚÁÄ Education Foundation ȱ payable at New Delhi or Bank 

Guarantee with validity of 180 days from the date of opening of bid. 

 

The Second Envelope should contain the Technical Bid in sealed envelope. The agency may 

visit to  Maulana Azad Campus to ascertain the actual position of proposed Porta Cabin and 

plan according to the layout. The agency will ensure that there is no cost component 

mentioned in the Technical Bid. Original printed document with signature & seal of the 

submitting agency shall be considered as authentic. 

 

The Third Envelope  should contain the Financial Bid  only , services offered should be 

strictly as per specification mentioned in this Tender Document. 

 

The first, second and third envelopes should be enclosed in a larger envelope duly sealed. All 

pages of the offer must be signed, sealed and numbered. The bids complete in all respect 

must be submitted through Speed Post/Courier and also by hand in the office of MAEF. 

 

Tenders will be opened on 17.09.2020 at 2:30PM at Maulana Azad Campus, Chelmsford 

Road, New Delhi, the representative(s) of the bidders are invited to attend the bid opening 

meeting.  

 

The Financial Bids will be opened on 21.09.2020 at 5:00PM. Representative(s) of bidders 

are also invited to attend the Financial Bid opening meeting in MAEF office.  
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II.  Eligibility  Criteria:  

 
Each agency must fulfil following qualification criteria: 

 
2.1 The applicate shall be validly incorporated under Companies Act 2013 as amended 

or Companies Act, 1956, Partnership Firm registered under the Indian Partnership 

Act, 1932, LLP registered under the Limited Liability Partnership Act, 2008 or a 

Society registered under the Societies Registration Act, 1860, Proprietorship Firm & 

should have been in existence in India for the last five years. 

 

2.2 The applicant must be rendering construction work of Porta Cabin in same name, 

copy of work orders should be enclosed with the proposal.   

 
2.3 Joint- Venture (JV)/ Consortium will not be permitted to submit the proposal. 

 

2.4 The Applicant must have a minimum turnover of ₹70Lakh (Rupees Seventy Lakh 

only) in last three years. 

 

2.5 The applicant should have GST registration.  

 
2.6 The applicant should be registered with Central Public Works Department (CPWD) 

for last five years. 

 
2.7 The applicant must have undertaken and delivered successfully at least 5 relevant 

project i.e. construction of Porta Cabin and should have minimum one work order of 

₹50Lakh. 

 
2.8 The Agency should not be blacklisted from any Government/ Semi-Government 

body/ Institutions / PSUs etc. 

 

2.9 Undertaking for subsequent submission of any of the required documents/ 

information will not be permitted/ entertained under any circumstances. 

 

2.10 The bids are not accompanied by all the requisite supporting documents as 

mentioned in bid documents, failing which the same would be rejected. 

 

III.  Scope of Work: 

Construction/Installation of Porta Cabin Comprising Conference Room & Work Stations 

in MAEF Office at Maulana Azad Foundation Education, New Delhi. 
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a. Estimate for Civil Work including installation of Partition in Porta Cabin of MAEF, 

Chelmsford Road, New Delhi. 

S. 
No. 

Description of Items  Qty. 
Uni

t  
Rat
e  

Am
ou
nt  

DSR 
2018  

1 Earth work in excavation by mechanical means (Hydraulic excavator) / 
manual means in foundation trenches or drains (not exceeding 1.5 m in 
width or 10 sq. m on plan), including dressing of sides and ramming of 
bottoms, lift upto 1.5 m, including getting out the excavated soil and 
disposal of surplus excavated soil as directed, within a lead of 50 m. 

        
 (a)All kinds of soil. 

35 
cu
m   2.8.1 

2 Excavating trenches of required width for pipes, cables, etc including 
excavation for sockets, and dressing of sides, ramming of bottoms, 
depth upto 1.5 m, including getting out the excavated soil, and then 
returning the soil as required, in layers not exceeding 20 cm in depth, 
including consolidating each deposited layer by ramming, watering, etc. 
and disposing of surplus excavated soil as directed, within a lead of 50 
m :         
(a)All kinds of soil          
(i)Pipes, cables etc. exceeding 80 mm dia. but not exceeding 300 mm 
dia  

25 
me
tre    

2.10.1.
2 

3 Filling available excavated earth (excluding rock) in trenches, plinth, 
sides of foundations etc. in layers not exceeding 20cm in depth, 
consolidating each deposited layer by ramming and watering, lead up 
to 50 m and lift upto 1.5 m 

24 
cu
m   2.25 

4  Excavating, supplying and filling of local earth (including royalty) by 
mechanical transport upto a lead of 5km also including ramming and 
watering of the earth in layers not exceeding 20 cm in trenches, plinth, 
sides of foundation etc. complete.  10 

cu
m   2.25A 

5 Supplying and filling in plinth with  sand under floors, including 
watering, ramming, consolidating and dressing complete. 

8 
cu
m   2.27 

6 Providing and laying in position cement concrete of specified grade 
excluding the cost of centering and shuttering - All work up to plinth 
level          
(a)1:1½:3 (1 Cement: 1½ coarse sand (zone-III) : 3 graded stone 
aggregate 20 mm nominal size) 

1.5 
cu
m   4.1.2 

(b)1:5:10 (1 cement : 5 coarse sand (zone-III): 10 graded stone 
aggregate 40 mm nominal size) 

14 
cu
m   4.1.10 

7 Centering and shuttering including strutting, propping etc. and removal 
of form work for : 

        
(a)Foundations, footings, bases for columns 

4.5 
sq
m   4.3.1 

(b)Columns, piers, abutments, pillars, posts and struts 
7 

sq
m   4.3.3 
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8 Providing and laying damp-proof course 40mm thick with cement 
concrete 1:2:4 (1 cement : 2 coarse sand (zone-III): 4 graded stone 
aggregate 12.5mm nominal size) 

13.5 
sq
m   4.10 

9 Providing & applying a coat of residual petroleum bitumen of grade of 
VG-10 of approved quality using 1.7kg per square metre on damp proof 
course after cleaning the surface with brushes and finally with apiece of 
cloth lightly soaked in kerosene oil. 

13.5 
sq
m   4.13 

10 Making plinth protection 50mm thick of cement concrete 1:3:6 (1 
cement : 3 coarse sand (zone - III) : 6 graded stone aggregate 20 mm 
nominal size) over 75mm thick bed of dry brick ballast 40 mm nominal 
size, well rammed and consolidated and grouted with fine sand, 
including necessary excavation, levelling & dressing & finishing the top 
smooth. 50 

sq
m   4.17 

11 Reinforced cement concrete work in beams, suspended floors, roofs 
having slope up to 15° landings, balconies, shelves, chajjas, lintels, 
bands, plain window sills, staircases and spiral stair cases above plinth 
level up to floor five level, excluding the cost of centering, shuttering, 
finishing and reinforcement with 1:1.5:3 (1 cement: 1.5 coarse sand 
(zone-III)  : 3 graded stone aggregate 20 mm nominal size). 

1 
cu
m   5.3 

12  Centering and shuttering including strutting, propping etc. and 
removal of form for  

        
 (a)Suspended floors, roofs, landings, balconies and access platform  

5 
sq
m   5.9.3 

13 Steel reinforcement for R.C.C. work including straightening, cutting, 
bending, placing in position and binding all complete upto plinth level. 

        
(a)Thermo-Mechanically Treated bars of grade Fe-500D or more. 72 kg   5.22.6 

14  Brick work with common burnt clay F.P.S. (non-modular) bricks of 
class designation 7.5 in foundation and plinth in: 

        
(a)Cement mortar 1:6 (1 cement : 6 coarse sand) 

25 
cu
m   6.1.2 

15 Brick work with common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 in superstructure above plinth level up to floor V level 
in all shapes and sizes in :         
(a)Cement mortar 1:6 (1 cement : 6 coarse sand) 

2 
cu
m   6.4.2 

16 Providing and fixing 18 mm thick gang saw cut, mirror polished, 
premoulded and prepolished, machine cut for kitchen platforms, vanity 
counters, window sills, facias and similar locations of required size, 
approved shade, colour and texture laid over 20 mm thick base cement 
mortar 1:4 (1 cement : 4 coarse sand), joints treated with white cement, 
mixed with matching pigment, epoxy touch ups, including rubbing, 
curing, moulding and polishing to edges to give high gloss finish etc. 
complete at all levels 
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(a)Granite of any colour and shade 
     

(i )Area of slab upto 0.50 sqm  
1.5 

sq
m   8.2.2.1 

17 Providing edge moulding to 18 mm thick marble stone counters, 
Vanities etc., including machine polishing to edge to give high gloss 
finish etc. complete as per design approved by Engineer-in-Charge 

        
(a)Granite work 

2.35 
me
tre    8.3.2 

18  Providing and fixing ISI marked flush door shutters conforming to IS : 
2202 (Part I) decorative type, core of block board construction with 
frame of 1st class hard wood and well matched teak 3 ply veneering 
with vertical grains or cross bands and face veneers on both faces of 
shutters. 

        
(a)35 mm thick including ISI marked Stainless Steel butt hinges with 
necessary screws  

10.5 

 
sq
m    9.20.1 

19 Providing and fixing aluminium sliding door bolts, ISI marked anodised 
(anodic coating not less than grade AC 10 as per IS : 1868), transparent 
or dyed to required colour or shade, with nuts and screws etc. complete  

        
 (a)250x16 mm  

3 
eac
h   9.96.2 

20  Providing and fixing aluminium tower bolts, ISI marked, anodised 
(anodic coating not less than grade AC 10 as per IS : 1868 ) transparent 
or dyed to required colour or shade, with necessary screws etc. 
complete  

        
 (a)250x10 mm  

6 
eac
h   9.97.2 

(b)200x10 mm 
9 

eac
h   9.97.3 

21  Providing and fixing aluminium pull bolt lock, ISI marked, anodised 
(anodic coating not less than grade AC 10 as per IS : 1868) transparent 
or dyed to required colour and shade, with necessary screws bolts, nut 
and washers etc. complete 

4 
eac
h   9.98 

22  Providing and fixing aluminium handles, ISI marked, anodised (anodic 
coating not less than grade AC 10 as per IS : 1868) transparent or dyed 
to required colour or shade, with necessary screws etc. complete  

        
 (a)125 mm 

12 
eac
h   

9.100.
1 

 (b)100 mm  
10 

eac
h   

9.100.
2 

23  Providing and fixing aluminium hanging floor door stopper, ISI 
marked, anodised (anodic coating not less than grade AC 10 as per IS : 
1868) transparent or dyed to required colour and shade, with 
necessary screws etc. complete 
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 (a)Twin rubber stopper  
3 

eac
h   

9.101.
2 

24 Providing and fixing pressed steel door frames conforming to IS: 4351, 
manufactured from commercial mild steel sheet of 1.60 mm thickness, 
including hinges, jamb, lock jamb, bead and if required angle threshold 
of mild steel angle of section 50x25 mm, or base ties of 1.60 mm, 
pressed mild steel welded or rigidly fixed together by mechanical 
means, including M.S. pressed butt hinges 2.5 mm thick with mortar 
guards, lock strike-plate and shock absorbers as specified and applying 
a coat of approved steel primer after pre-treatment of the surface as 
directed by Engineer-in-charge 

        
(a)Profile B         
(i)Fixing with adjustable lugs with split end tail to each jamb  

32 
me
tre   

10.14.
1.1 

25 Steel work in built up tubular (round, square or rectangular hollow 
tubes etc.) trusses etc., including cutting, hoisting, fixing in position and 
applying a priming coat of approved steel primer, including welding 
and bolted with special shaped washers etc. complete 

        
(a)Hot finished seamless type tubes 190

0 kg   
10.16.

2 
26 Providing and fixing mild steel round holding down bolts with nuts and 

washer plates complete. 
125 kg   10.19 

27  Providing and laying vitrified floor tiles in different sizes (thickness to 
be specified by the manufacturer) with water absorption less than 
0.08% and conforming to IS: 15622, of approved make, in all colours 
and shades, laid on 20mm thick cement mortar 1:4 (1 cement : 4 coarse 
sand), jointing with grey cement slurry @ 3.3 kg/ sqm  including 
grouting the joints with white cement and matching pigments etc., 
complete. 

        
(a)Size of Tile 800x800 mm  

80 
sq
m   

11.41.
3 

28 Providing and fixing pre-coated galvanised iron profile sheets (size, 
shape and pitch of corrugation as approved by Engineer-in-charge) 
0.50 mm (+ 0.05 %) total coated thickness with zinc coating 120 grams 
per sq. m as per IS: 277, in 240 mpa steel grade, 5-7 microns epoxy 
primer on both side of the sheet and polyester top coat 15-18 microns. 
Sheet should have protective guard film of 25 microns minimum to 
avoid scratches during transportation and should be supplied in single 
length upto 12 metre or as desired by Engineer-in-charge. The sheet 
shall be fixed using self drilling /self tapping screws of size (5.5x 55 
mm) with EPDM seal, complete upto any pitch in horizontal/ vertical or 
curved surfaces, excluding the cost of purlins, rafters and trusses and 
including cutting to size and shape wherever required.  

110 
sq
m   12.50 

29  Providing and fixing pre-coated galvanised steel sheet roofing 
accessories 0.50 mm (+0.05 %) total coated thickness, Zinc coating 120 
grams per sqm as per IS: 277, in 240 mpa steel grade, 5-7 microns epoxy 
primer on both side of the sheet and polyester top coat 15-18 microns 
using self drilling/ self tapping screws complete . 

        



Page 9 of 52 
 

(a)Ridges plain (500 - 600mm) 
14.2 

me
tre   

12.51.
1 

30 Providing and Fixing 15 mm thick densified tegular edged eco friendly 
light weight calcium silicate false ceiling tiles of approved texture of size 
595 x 595 mm in true horizontal level, suspended on inter locking metal 
grid of hot dipped galvanised steel sections (galvanising @ 120 grams 
per sqm including both side) consisting of main ‘T’ runner suitably 
spaced at joints to get required length and of size 24x38 mm made from 
0.33 mm thick (minimum) sheet, spaced 1200 mm centre to centre, and 
cross “T” of size 24x28 mm made out of 0.33 mm (Minimum) sheet, 
1200 mm long spaced between main ’T’ at 600 mm centre to centre to 
form a grid of 1200x600 mm and secondary cross ‘T’ of length 600 mm 
and size 24 x28 mm made of 0.33 mm thick (Minimum) sheet to be inter 
locked at middle of the 1200x 600 mm panel to from grid of size 
600x600 mm, resting on periphery walls /partitions on a Perimeter 
wall angle pre-coated steel of size(24x24X3000 mm made of 0.40 mm 
thick (minimum) sheet with the help of rawl plugs at 450 mm centre to 
centre with 25 mm long dry wall screws @ 230 mm interval and laying 
15 mm thick densified edges calcium silicate ceiling tiles of approved 
texture in the grid, including, cutting/ making opening for services like 
diffusers, grills, light fittings, fixtures, smoke detectors etc., wherever 
required. Main ‘T’ runners to be suspended from ceiling using G.I. 
slotted cleats of size 25x35x1.6 mm fixed to ceiling with 12.5 mm dia. 
and 50 mm long dash fasteners, 4 mm G.I. adjustable rods with 
galvanised steel level clips of size 85 x 30 x 0.8 mm, spaced at 1200 mm 
centre to centre along main ‘T’, bottom exposed with 24 mm of all T-
sections shall be pre-painted with polyester baked paint, for all heights, 
as per specifications, drawings and as directed by Engineer-in-Charge.         
Note :- Only calcium silicate false ceiling area will be measured from 
wall to wall. No deduction shall be made for exposed frames/ opening 
(cut outs) having area less than 0.30 sqm. The calcium silicate ceiling 
tile shall have NRC value of 0.50 (Minimum), light reflection > 85%, 
non- combustible as per B.S. 476 part IV, 100% humidity resistance and 
also having thermal conductivity <0.043 w/ mK. 

80 
sq
m   12.53 

31 12 mm cement plaster of mix :         
(a)1:6 (1 cement: 6 coarse sand)  

30 
sq
m   13.4.2 

32 Distempering with oil bound washable distemper of approved brand 
and manufacture to give an even shade : 

        
  (a)New work (two or more coats) over and including water thinnable 

priming coat with cement primer 
280 

sq
m   

13.41.
1 

33 Finishing walls with Premium Acrylic Smooth exterior paint with 
Silicone additives of required shade:         

  (a)New work (Two or more coats applied @ 1.43 ltr/10 sqm over and 
including priming coat of exterior primer applied @ 2.20 kg/10 sqm)  

130 
sq
m   

13.47.
1 

34  Painting with synthetic enamel paint of approved brand and 
manufacture to give an even shade : 
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(a)Two or more coats on new work 
80 

sq
m   

13.61.
1 

35 Providing and fixing water closet squatting pan (Indian type W.C. pan ) 
with 100 mm sand cast Iron P or S trap, 10 litre low level white P.V.C. 
flushing cistern, including flush pipe, with manually controlled device 
(handle lever) conforming to IS : 7231, with all fittings and fixtures 
complete, including cutting and making good the walls and floors 
wherever required 

        
(a)White Vitreous china Orissa pattern W.C. pan of size 580x440 mm 
with integral type foot rests 

1 
eac
h   17.1.1 

36 Providing and fixing white vitreous china pedestal type water closet 
(European type) with seat and lid, 10 litre low level white vitreous 
china flushing cistern & C.P. flush bend with fittings & C.I. brackets, 40 
mm flush bend, overflow arrangement with specials of standard make 
and mosquito proof coupling of approved municipal design complete, 
including painting of fittings and brackets, cutting and making good the 
walls and floors wherever required : 

        
 (a)W.C. pan with ISI marked white solid plastic seat and lid 

2 
eac
h   17.3.1 

37 Providing and fixing white vitreous china flat back half stall urinal of 
size 580x380x350 mm with white PVC automatic flushing cistern, with 
fittings, standard size C.P. brass flush pipe, spreaders with unions and 
clamps (all in C.P. brass) with waste fitting as per IS : 2556, C.I. trap with 
outlet grating and other couplings in C.P. brass, including painting of 
fittings and cutting and making good the walls and floors wherever 
required  

        
(a)Single half stall urinal with 5 litre P.V.C. automatic flushing cistern 

2 
eac
h   17.5.1 

38  Providing and fixing wash basin with C.I. brackets, 15 mm C.P. brass 
pillar taps, 32 mm C.P. brass waste of standard pattern, including 
painting of fittings and brackets, cutting and making good the walls 
wherever require: 

        
(a)White Vitreous China Wash basin size 550x400 mm with a pair of 15 
mm C.P. brass pillar taps  

3 
eac
h   17.7.3 

39 Providing and fixing Stainless Steel A ISI 304 (18/8) kitchen sink as per 
IS:13983 with C.I. brackets and stainless steel plug 40 mm, including 
painting of fittings and brackets, cutting and making good the walls 
wherever required 

        
 (a)Kitchen sink without drain board         
(i)610x510 mm bowl depth 200 mm 

1 
eac
h   

17.10.
2.1 

40  Providing and fixing 8 mm dia C.P. / S.S. Jet with flexible tube upto 1 
metre long with S.S. triangular plate to Eureopean type W.C. of quality 
and make as approved by Engineer - in - charge. 

2 
eac
h   

17.16
A 
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41  Providing and fixing P.V.C. waste pipe for sink or wash basin including 
P.V.C. waste fittings complete.         
(a)Flexible pipe 

        
(i)32 mm dia  

2 
eac
h   

17.28.
2.1 

(ii)40 mm dia  
1 

eac
h   

17.28.
2.2 

42  Providing and fixing 600x450 mm beveled edge mirror of superior 
glass (of approved quality) complete with 6 mm thick hard board 
ground fixed to wooden cleats with C.P. brass screws and washers 
complete 2 

eac
h    17.31 

43 Providing and fixing 600x120x5 mm glass shelf with edges round off, 
supported on anodised aluminium angle frame with C.P. brass brackets 
and guard rail complete fixed with 40 mm long screws, rawl plugs etc., 
complete 

2 

 
eac
h    17.33 

44  Providing and fixing toilet paper holder :         
(a)C.P. brass 

2 
eac
h    

17.34.
1 

45  Providing and fixing soil, waste and vent pipes : 
        

(a)100 mm dia         
(i)Centrifugally cast (spun) iron socket & spigot (S&S) pipe as per IS: 
3989  

8 
me
tre   

17.35.
1.2 

(b)75 mm diameter          
(i)Centrifugally cast (spun) iron socketed pipe as per IS: 3989  

12 
me
tre   

17.35.
2.2 

46 Providing and fixing bend of required degree with access door, 
insertion rubber washer 3 mm thick, bolts and nuts complete. 

        
(a)100 mm dia         
(i)Hubless centrifugally cast (spun) iron epoxy coated inside & outside 
as per IS:15905  

3 
eac
h    

17.38.
1.3 

 (b)75 mm dia         
(i)Hubless centrifugally cast (spun) iron epoxy coated inside & outside 
as per IS:15905  

4 
eac
h    

17.38.
2.3 

47 Providing and fixing heel rest sanitary bend         
(a)100 mm dia         
(i)Sand cast iron S&S as per IS - 3989 

3 
eac
h    

17.40.
1.2 

48 Providing lead caulked joints to sand cast iron/centrifugally cast (spun) 
iron pipes and fittings of diameter : 

        
(a)100 mm 

12 
eac
h    

17.58.
1 

(b)75 mm 
15 

eac
h    

17.58.
2 
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49 Providing and fixing trap of self cleansing design with screwed down or 
hinged grating with or without vent arm complete, including cost of 
cutting and making good the walls and floors : 

        
(a)100 mm inlet and 75 mm outlet         
(i)Sand cast iron S&S as per IS - 3989 

5 
eac
h    

17.60.
2.1 

50 Providing and fixing PTMT towel rail complete with brackets fixed to 
wooden cleats with CP brass screws with concealed fittings 
arrangement of approved quality and colour.         
(a)450 mm long towel rail with total length of 495 mm, 78 mm wide 
and effective height of 88 mm, weighing not less than 170 gms 1 

eac
h    

17.73.
1 

51 Providing and fixing G.I. pipes complete with G.I. fittings and clamps, i/c 
cutting and making good the walls etc. 

        
Internal work - Exposed on wall         
(a)15 mm dia nominal bore 

20 
me
tre   

18.10.
1 

(b)20 mm dia nominal bore 
10 

me
tre   

18.10.
2 

52 Providing and fixing G.I. pipes complete with G.I. fittings including 
trenching and refilling etc. 
External work         
(a)20 mm dia nominal bore 

28 
me
tre   

18.12.
2 

(b)25 mm dia nominal bore 
25 

me
tre   

18.12.
3 

53 Making connection of G.I. distribution branch with G.I. main of following 
sizes by providing and fixing tee, including cutting and threading the 
pipe etc. complete : 

        
(a)25 to 40 mm nominal bore 

1 
eac
h   

18.13.
1 

54 Providing and fixing gun metal gate valve with C.I. wheel of approved 
quality (screwed end) : 

        
(a)25 mm nominal bore 

1 
eac
h   

18.17.
1 

(b)20 mm nominal bore 
1 

eac
h   

18.17.
1A 

55 Providing and fixing ball valve (brass) of approved quality, High or low 
pressure, with plastic floats complete : 

        
(a)25 mm nominal bore 

1 
eac
h   

18.18.
3 

56 Providing and fixing uplasticised PVC connection pipe with brass 
unions : 

        
(a)45 cm length 

        
(i)15 mm nominal bore 

5 
eac
h   

18.21.
2.1 

57 Painting G.I. pipes and fittings with synthetic enamel white paint with 
two coats over a ready mixed priming coat, both of approved quality for 
new work :         
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(a)15 mm diameter pipe 
20 

me
tre   

18.38.
1 

(b)20 mm diameter pipe 
10 

me
tre   

18.38.
2 

58 Painting G.I. pipes and fittings with two coats of anti-corrosive 
bitumastic paint of approved quality : 

        
(a)20 mm diameter pipe 

28 
me
tre   

18.40.
2 

(b)25 mm diameter pipe 
25 

me
tre   

18.40.
3 

59 Providing and filling sand of grading zone V or coarser grade, allround 
the G.I. pipes in external work : 

        
(a)20 mm diameter pipe 

28 
me
tre   

18.41.
2 

(a)25 mm diameter pipe 
25 

me
tre   

18.41.
3 

60 Providing and fixing G.I. Union in G.I. pipe including cutting and 
threading the pipe and making long screws etc. complete (New work)  : 

        
(a)15 mm nominal bore 

2 
eac
h   

18.46.
1 

(b)20 mm nominal bore 
2 

eac
h   

18.46.
2 

(c)25 mm nominal bore 
1 

eac
h   

18.46.
3 

61 Providing and placing on terrace (at all floor levels) polyethylene water 
storage tank, IS : 12701 marked, with cover and suitable locking 
arrangement and making necessary holes for inlet, outlet and overflow 
pipes but without fittings and the base support for tank. 

100
0 

per 
litr
e   18.48 

62 Providing and fixing C.P. brass bib cock of approved quality conforming 
to IS:8931 : 

        
(a)15 mm nominal bore 

4 
eac
h   

18.49.
1 

63 Providing and fixing C.P. brass stop cock (concealed) of standard design 
and of approved make conforming to IS:8931. 

        
(a)15 mm nominal bore 

6 
eac
h   

18.52.
1 

64 Providing and fixing PTMT grating of approved quality and colour.         
(a)Circular type         
(i )125 mm nominal dia with 25 mm waste hole 

4 
eac
h   

18.58.
1.2 

65 Providing, laying and jointing glazed stoneware pipes class SP-1 with 
stiff mixture of cement mortar in the proportion of 1:1 (1 cement : 1 fine 
sand) including testing of joints etc. complete :         
(a)100 mm diameter 

32 
me
tre   19.1.1 
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(b)150 mm diameter 
10 

me
tre   19.1.2 

66 Providing and laying cement concrete 1:5:10 (1 cement : 5 coarse sand 
: 10 graded stone aggregate 40 mm nominal size) all-round S.W. pipes 
including bed concrete as per standard design : 

        
(a)100 mm diameter S.W. pipe 

32 
me
tre   19.2.1 

(b)150 mm diameter S.W. pipe 
10 

me
tre   19.2.2 

67 Providing and fixing square-mouth S.W. gully trap class SP-1 complete 
with C.I. grating brick masonry chamber with water tight C.I. cover with 
frame of 300 x300 mm size (inside) the weight of cover to be not less 
than 4.50 kg and frame to be not less than 2.70 kg as per standard 
design 

        
(a)150 x 100 mm size P type         
(i)With common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 

4 
eac
h   

19.4.2.
1 

68 Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 
4 coarse sand ) with R.C.C. top slab with 1:1.5:3 mix (1 cement : 1.5 
coarse sand (zone- III) : 3 graded stone aggregate 20 mm nominal size), 
foundation concrete 1:4:8 mix (1 cement : 4 coarse sand (zone- III) : 8 
graded stone aggregate 40 mm nominal size), inside plastering 12 mm 
thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with 
floating coat of neat cement and making channels in cement concrete 
1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm 
nominal size) finished with a floating coat of neat cement complete as 
per standard design : 

        
(a)Inside size 90x80 cm and 45 cm deep including C.I. cover with frame 
(light duty) 455x610 mm internal dimensions, total weight of cover and 
frame to be not less than 38 kg (weight of cover 23 kg and weight of 
frame 15 kg) : 

        
(i)With common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 

4 
eac
h   

19.7.1.
1 

69 Making connection of drain or sewer line with existing manhole 
including breaking into and making good the walls, floors with cement 
concrete 1:2:4 mix (1 cement : 2 coarse sand : 4 graded stone aggregate 
20 mm nominal size) cement plastered on both sides with cement 
mortar 1:3 (1 cement : 3 coarse sand), finished with a floating coat of 
neat cement and making necessary channels for the drain etc. complete 
: 

        
For pipes 100 to 250 mm diameter 

1 
eac
h   

19.21.
1 
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70 Providing and fixing aluminium work for doors, windows, ventilators 
and partitions with extruded built up standard tubular sections/ 
appropriate Z sections and other sections of approved make 
conforming to IS: 733 and IS: 1285, fixing with dash fasteners of 
required dia and size, including necessary filling up the gaps at 
junctions, i.e. at top, bottom and sides with required EPDM rubber/ 
neoprene gasket etc. Aluminium sections shall be smooth, rust free, 
straight, mitred and jointed mechanically wherever required including 
cleat angle, Aluminium snap beading for glazing / panelling, C.P. brass 
/ stainless steel screws, all complete as per architectural drawings and 
the directions of Engineer-in-charge. (Glazing, panelling and dash 
fasteners  to be paid for separately) : 

        
(a)For shutters of doors, windows & ventilators including providing 
and fixing hinges/ pivots and making provision for fixing of fittings 
wherever required including the cost of EPDM rubber / neoprene 
gasket required (Fittings shall be paid for separately) 

        
(i)Polyester powder coated aluminium (minimum thickness of 
polyester powder coating 50 micron) 25 kg   

21.1.2.
3 

71 Providing and fixing glazing in aluminium door, window, ventilator 
shutters and partitions etc. with EPDM rubber / neoprene gasket etc. 
complete as per the architectural drawings and the directions of 
engineer-in-charge. (Cost of aluminium snap beading shall be paid in 
basic item):         
(a)With float glass panes of 4.0 mm thickness (weight not less than 10 
kg/ sqm) 

6 
sq
m   21.3.1 

72 Providing and fixing anodised aluminium grill (anodised transparent or 
dyed to required shade according to IS: 1868 with minimum anodic 
coating of grade AC 15) of approved design/pattern, with approved 
standard section and fixed to the existing window frame with C.P. 
brass/ stainless steel screws @ 200 mm centre to centre, including 
cutting the grill to proper opening size for fixing and operation of 
handles and fixing approved anodised aluminium standard section 
around the opening, all complete as per requirement and direction of 
Engineer-in-charge. (Only weight of grill to be measured for payment). 

10 kg   21.17 
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73 Providing and fixing in position at site partition walls made upto 50mm 
thick composite modular panels consisting of 2 fibre reinforced cement 
sheet on either side of light 61.5% Mica 5.5& and sand aggregate. These 
poanels to be of 60metre in width and 2.4m, 2.7m, 3.0m (according to 
site requirement) in length and to be pice on tongue and groove jointing 
system in junk coated U profile top and bottom thick track is to be made 
with minimum 1.25mm thick GI  Channel conforming to IS: 217/1992 
having fledges of 24mm and base of 52mm fixed to the plinth with help 
of steel dash fastener place at 600mm c/c with the help of stainless steel 
screws the rat shall be inclusive of providing of fixing of CRC U profile 
channel of size 52mm base and 24mm flanges made out of 16mm thick 
CRC  sheet after cutting and bending and welding in position to make 
channels for opening door / windows AC, ventilators, opening in 
Aerocon wall panels. The rate shall inclusive of filling the internal and 
external joint of prefabricated wall panels with silicone acrylic paste 
and applying 2 inches wide fibre tape to make the surface flush for 
painting only primary support of steel columns (Section depends on 
structural design) will he provided by fixing the wall panel to the 
coloumn with 6mm dia nut and bolts complete and as per the direction 
in charge. 

173 
sq
m   N.S. 

  TOTAL (a)  in          

b. Estimate for Electrical work in Porta Cabin of MAEF, Chelmsford Road, New Delhi.  

Sr. 
No. 

Description of Item  Ref : Un
it  

L.B.
H. 

Contents Rat
e  

Amo
unt  
(in 
Rs,) 

1. Supplying and fixing following size/ modules, 
GI box alongwith modular base & cover plate 
for modular switches in recess etc. as 
required. 

1.27.1- 1or 2 Module (75mmX75mm)  

Item No, 
1.27 of 
Elect. 
DSR-2018 

No
s. 

    

  For Telephones = 6 Nos. 
For TV cable  = 2 Nos. 

8 Nos. 
2. 1.27.2- 3 Module (100mmX75mm)  Item No, 

1.27 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 

Kitchen 1 

Reception 1 

Total  2 Nos. 
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3. 1.27.4- 6 Module (200mmX75mm)  

(For 2 switch & 2 socket) 

Item No, 
1.27 of 
Elect. 
DSR-2018 

No
s. 

    

 

 

Location Qty. (in Nos.) 

Working Tables 7 

Reception 1 

Conference room 4 

Projector 2 

Total  14 Nos. 
 

4. Supplying and fixing following modular 
switch/ socket on the existing modular plate 
& switch box including connections but 
excluding modular plate etc. as required. 

1.24.1 - 5/6 A switch  

Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 

Working Tables 7X2=14 

Reception 1 X2=2 

Conference room 4 X2=8 

Projector 2 X2=4 

Kitchen 1X1=1 

Reception 1 X1=1 

Total  30 nos. 
 

5. 1.24.4 - 3 pin 5/6 A socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 
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 Location Qty. (in Nos.) 

Working Tables 7X2=14 

Reception 1 X2=2 

Conference room 4 X2=8 

Projector 2 X2=4 

Kitchen 1X1=1 

Reception 1 X1=1 

Total  30 nos. 
 

6. 1.24.6 -Telephone socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

For 
Telephones = 
6 Nos. 

  

7. 1.24.7 ɀTV antenna socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

 Qty = 2 
Nos. 

  

8. Wiring for circuit/ submain wiring alongwith  
earth wire with the following sizes of FRLS PVC 
insulated copper conductor, single core cable in 
surface/ recessed medium class PVC conduit as 
required 
1.14.2 - 2 X 2.5 sq. mm + 1 X 2.5 sq. mm earth 
wire  

Item No, 
1.14 of 
Elect. DSR-
2018 

No
s. 

    

 Location Qty. 
Working Tables  

 Reception 

Conference room 
Projector 
Kitchen 
Reception 
Total  Lumpsum 
For light  
& power sockets and 5 AC s   

140 
+100 
+130  
370 mtrs  

 

9. Supplying and drawing co-axial TV cable RG-6 
grade, 0.7 mm solid copper conductor PE 
insulated, shielded with fine tinned copper 
braid and protected with PVC sheath in the 
existing surface/ recessed steel/ PVC conduit 
as required 

Item No, 
1.19 of 
Elect. 
DSR-2018 

No
s. 

 Qty=20 
Mtrs. 

  

 For  2Nos. TV cable connection=20 mtrs  
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10. Supplying and drawing following pair 0.5 mm 
dia. FRLS PVC insulated annealed copper 
conductor, unarmored telephone cable in the 
existing surface/ recessed steel/ PVC conduit 
as required. 

Item No, 
1.18 of 
Elect. 
DSR-2018 

No
s. 

For  6 Nos. 
Telephones 
Lumpsum = 

100 mtrs 

  

11 Supplying and fixing of following sizes of medium 
class PVC conduit along with accessories in 
surface/recess including cutting the wall and 
making good the same in case of recessed conduit 
as required. 
1.21.2-  25 mm 

Item No, 
1.21 of 
Elect. DSR-
2018 

No
s. 

    

 Location Qty. 
Working Tables  
Reception 

Conference room 
Projector 
Kitchen 
Reception 
For  6 Nos. Telephones  

Total  Lumpsum 
For light ,Telephone, 
Sockets  and 5 Nos. ACs, 
Antenna cable 

140 
+100 
+130  
370 mtrs  

 

12. Supplying and fixing suitable size GI box with 
modular plate and cover in front on surface or 
in recess, including providing and fixing 6 pin 
5/6 & 15/16 A modular socket outlet and 
15/16 A modular switch, connections etc. as 
required. 

Item No, 
1.32 of  
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 
Working Tables 3 
Reception 1 

Conference room 2 
Kitchen 2 
Total  8 nos. 

 

13. Wiring for light point/ fan point/ exhaust fan 
point/ call bell point with 1.5 sq.mm FRLS PVC 
insulated copper conductor single core cable in 
surface / recessed medium class PVC conduit, 
with modular switch, modular plate, suitable GI 
box and earthing the point with 1.5 sq.mm FRLS 
PVC 
1.10.3- Group C 

Item No, 
1.10.3 of 
Elect. 
DSR-2018 

No
s. 
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 Location Qty. (in Nos.) 
Lights 21 

Wall fan 16 

Exhaust Fan 4 
Miscellaneous/Extra 9 
Total  50 nos. 

 

14. Supplying and fixing 20 A, 240 V, SPN 
Industrial type socket outlet, with 2 pole and 
earth, metal enclosed plug top alongwith 20 A 
"C" curve, SP, MCB, in sheet steel enclosure, 
on surface or in recess, with chained metal 
cover for the socket out let and complete with 
connections, testing and commissioning etc. 
as required. 

Item No, 
2.18 of 
Elect. 
DSR-2018 

No
s. 

    

 For A.C.s = 5 Nos. 

15. Supplying and fixing modular blanking plate 
on the existing modular plate & switch box 
excluding modular plate as required. 

Item No. 
1.26 of 
Elect. 
DSR-2018 

No
s. 

    

 As per requirement =12Nos. 

16. Supplying and fixing following rating, four 
pole, (three phase and neutral), 415 volts, 
residual current circuit breaker (RCCB), 
having a sensitivity current 30 mA in the 
existing MCB DB complete with connections, 
testing and commissioning etc. as required. 

2.15.3 - 63 A 

Item No. 
2.15 of 
Elect. 
DSR-2018 

No
s. 

 Qty = 
1No. 

  

17. Supplying and fixing following rating, double 
pole, (single phase and neutral), 240 V, 
residual current circuit breaker (RCCB), 
having a sensitivity current 30 mA in the 
existing MCB DB complete with connections, 
testing and commissioning etc. as required. 

2.14.3- 63 A 

Item No. 
2.14 of 
Elect. 
DSR-2018 

No
s. 

 Qty =  3 
No. for  
submain 

  

18. Supplying and fixing following rating, double pole, 
240 V, isolator in the existing MCB DB complete 
with connections, testing and commissioning etc. 
as required 
2.12.2- 63 A 

Item No. 
2.12 of 
Elect. 
DSR-2018 

No
s. 

 Qty=  5 
No. for 
A.C.s 
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19. Supplying and fixing 5 A to 32 A rating, 
240/415 V, 10 kA, "C" curve, miniature circuit 
breaker suitable for inductive load of 
following poles in the existing MCB DB 
complete with connections, testing and 
commissioning etc. as required. 

2.10.3 ɀ Double  pole  

Item No. 
2.10 of 
Elect. 
DSR-2018 

No
s. 

 Qty= 8 
No. for 
Power/s
witch 
Socket 
supply. 

  

20 Supplying and fixing 5 A to 32 A rating, 240/415 
V, 10 kA, "C" curve, miniature circuit breaker 
suitable for inductive load of following poles in 
the existing MCB DB complete with connections, 
testing and commissioning etc. as required. 
2.10.1 -Single pole 

Item No. 
2.10 of 
Elect. 
DSR-2018 

No
s. 

 For 
S/Board 
Circuits 
etc. 

Qty. 12 
Nos. 

  

21. Supplying and fixing of following ways 
surface/ recess mounting, vertical type, 415 V, 
TPN MCB distribution board of sheet steel, 
dust protected, duly powder painted, 
inclusive of 200 A tinned copper bus bar, 
common neutral link, earth bar, din bar for 
mounting MCBs (but without MCBs and 
incomer ) as required . (Note : Vertical type 
MCB TPDB is normally used where 3 phase 
outlets are required.) 

2.5.3 --12 way (4 + 36), Double door  

Item No. 
2.5 of 
Elect. 
DSR-2018 

No
s. 

 Qty. 1 
No. 

  

22. Earthing with G.I. earth pipe 4.5 meter long, 
40 mm dia. including accessories, and 
providing masonry enclosure with cover plate 
having locking arrangement and watering 
pipe etc. with charcoal/ coke and salt as 
required. 

Item No. 
5.2 of 
Elect. 
DSR-2018 

  Qty. 1 
No. 

  

23 Providing and laying 50 SQMM X 4 CORE A2XFY 
ALUMINIUM XLPE INSU. Armoured STR CABLE 
1.1 KV AS PER IS 7098(PART 1) 1988, Havells/ 
Polycab make. 
(From main Supply Panel to New Porta Cabin I/C 
including loop) 

Non 
Schedule 
Item  

Me
ter 

 75 Mtr   

24. Supplying, installation, testing & 
commissioning of smoke detector with built-
in LED and mounting base complete with all 
connections etc. as required with complete 
Alarm system and at least 4 Nos. sensors. 

Non 
Schedule 
Item  

Sy
ste
m 

 1 No.   
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25 Supplying and fixing Exhaust Fan 9” With 
louvers / Flaps on discharge / outside of  
Havells brand(heavy duty) 

Non 
Schedule 
Item 

No
s. 

 Qty = 4 
Nos. 

  

26. Supplying and fixing Wall Fan 16”/400mm  of  
Crompton  brand 

Non 
Schedule 
Item 

No
s. 

 Qty = 16 
Nos. 

  

27. Supplying and fixing False ceiling fixture LED 
Light 2’X2’ (20 Watt) of  Havells/Phillips  
brand 

Non 
Schedule 
Item 

No
s. 

 Qty = 21 
Nos. 

 

  

 Total as per DSR -2018 (item No. 1 to 22) and Non schedule Items =  

 4ÏÔÁÌ ÉÎ (b)   

 Grand Total (a+b)   

 

a. The Bidders will mention the brand name and model No. of all Electrical Items. It is 

also required that all Items offered should be ISI marked for which ISI exists. 

b. The Bidders are required to visit the site and meet the in-charge concern to discuss 

the requirement and offer all whatever is required to complete the Job. 

c. The quantity is mentioned in BOQ are approximate, the exact quantities will be as per 

the site condition and situation. 

 

IV. Rejection of Bids  

 

The bid will be considered Non Responsive & Summarily Rejected in case it does not fulfil 

any one or more of the following conditions:- 

a. If Bid Processing Fees is not enclosed. 

b. If EMD is not provided by the bidder. 

c. If the bidder tries to put any influence. 

d. If the bidder furnished false information. 

e. If the Authorised Signatory has not signed with official seal on all pages of the bid 

document.  

f. If the bid document has been submitted in unbound & un-numbered sheets loose sheets. 

g. Any bid received by MAEF after the stipulated time and date in the Tender Document. 

h. Any bid indicating conditions beyond those indicated in this Tender Document i.e. 

conditional bid shall be rejected. 

i. A Bid valid for a shorter period shall be rejected as non-responsive, Bid shall remain valid 

for 90 days after the date of Bid opening. 
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V. Other Conditions:  

 

a. Liquidated Damages:  

 

The entire work as listed in the scope of work is to be completed by 60 days from 

the date of issuance of the work order to the successful bidder .  

 

The above time duration is required to be strictly adhered to and followed. Liquidated 

Damage will be applicable, on the entire value of the contract. In case of delay in 

completion of a specific job beyond the date of completion as indicated above. Penalty 

would be applicable at the rate of 5% of the contract value for delay of each day, 

subject to maximum of 50% of the contract value. The penalty shall be recoverable 

from the Performance Bank Guarantee provided by the applicant. 

  

Further, in case of delay to deliver the work within stipulated program, MAEF 

reserves the right to terminate the contract and get all the jobs or the delayed job 

completed through another agency of its choice. Any extra expenditure that MAEF 

incurs for completion of the balance job(s) through another agency on account of 

higher rates quoted by the new agency, will be recovered from the selected bidder’s 

account of Performance Bank Guarantee. Moreover, MAEF shall also be entitled to all 

other legal proceedings as may be required for shortfalls in recovery. 

 

b. Earnest Money Deposit (EMD)  
i. The Bidder shall furnish, EMD of Rs.1,50,000/ - (Rupees One Lacs Fifty Thousand 

only)  in form of Demand Drafts drawn in favour of “Maulana Azad Education 

Foundation” payable at Delhi or Bank Guarantee in prescribed format with validity 

of 180 days of opening of bid. 

ii. No interest shall be paid on EMD. 

iii.  EMD of unsuccessful bidders will be refunded within 30 days from the date of 

finalization of Bidder to undertake the Porta Cabin work. 

iv. The Successful Bidder’s EMD will be discharged upon the Bidder signing the 

LOI/Agreement, and furnishing Performance Bank Guarantee.  

v. The EMD may be forfeited either in full or in a part, at the discretion of MAEF, on 

account of one or more of the following:  

a. The Bidder withdraws their Bid during the period of Bid Validity of 90 days. 

b. Bidder does not respond to request for clarification of their Bid. 

c. Bidder fails to co-operate in the Bid evaluation process, and  

d. In case of a successful Bidder, the said Bidder fails: to sign the Agreement in 

time; or fails to furnish Performance Guarantee. 
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c. Payment Terms  

 

The payment would be released to the successful bidder in three following 

instalments:  

Instalm
ent  

Deliverables  Percentage 

1st Issue of Work Order (on submission of Bank 
Guarantee/FD of Equal Amount 

30% 

2nd On completion of the work of construction of Porta 
Cabin in all respect as per scope of work and other 
necessary work assigned by MAEF and issuance of 
completion certificate by the inspecting authorities 
(technical).  

60% 

3rd  After Successful handholding support for one year from 
the Completion of the porta cabin work and submission 
of Utilization Certificate for 1st & 2nd Instalment in GFR 
format.  

10% 

d. MAEF reserves the right to reject any or all the Bids without assigning any reason 

whatsoever. 

 

e. The bidder must comply with the terms and conditions of contact. No deviations shall 

be entertained. 

 

f. In case of any dispute, decision of competent authority of MAEF will be final and 

binding on each Bidder. 

 

g. MAEF reserve the right to change/ alter the proposed layout, if required or assign 

new work for porta cabin.  

 

VI. Force Majeure  

If at any time, during the continuance of this contract, the performance in whole or in 

part by either party of any obligations under this contract shall be prevented or 

delayed by reason of any war, or hostility, acts of the public enemy, civil commotion, 

sabotage, fires, floods, explosions quarantine restrictions, of any such eventually is 

given by party to the other within 21 days from the date of occurrence thereof, neither 

party shall be reason of such event be entitled to terminate this contract nor shall 

either party have any such claim for damages against the other in respect of such non-

performance, or relay in performance, and deliveries under the  contract shall be 
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resumed as soon as practicable after such event may come to an end or cease to exist, 

and the decision of the MAEF will be final and conclusive. 

 

VII. Arbitration  
a. If a dispute of any kind whatsoever arises between the MAEF and the bidder in 

connection with, or arising out of, the Contract or the execution of the works or after 

their completion and whether before or after the repudiation or other termination 

of the contract, including any disagreement by either party with any action, in action, 

opinion, instruction, determination, the matter in dispute shall be settled by 

arbitration in accordance with the Indian Arbitration and Conciliation Act, 1996 or 

any statutory amendment thereof. 

 

b. The reference to arbitration may proceed notwithstanding that the works shall not 

then or be or be alleged to be completed, provide always that the obligations of the 

MAEF and the bidder shall not be altered by reason of the arbitration being 

conducted during the progress of the works. Neither party shall be entitled to 

suspend the works, payments to the bidder shall be continued to be made as 

provided by the contract. 

 
c. Arbitration proceeding shall be held at Delhi and the language of the arbitration 

proceedings and that of all documents and communications between the parties shall 

be English. The jurisdiction of the court will be Delhi. 

 
d. The decision of the majority of arbitrators shall be final and binding upon both 

parties. The expenses of the arbitrator shall be shared equally by MAEF and the 

bidder. However, the expenses incurred by each party in connection with the 

preparation, presentation, etc., of its case prior to, during and after the arbitration 

proceedings shall be borne by each party itself. 

 

e. All arbitration awards shall be in writing and shall state the reasons for the award. 

 
f. Penalty/Liquidated Damages shall not fall under the Arbitration clause. 
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Covering Letter on Letter Head of Agency 

 

To, 

The Secretary,  

Maulana Azad Education Foundation (MAEF) 

Chelmsford Road,  

Opposite, New Delhi Railway Station, Paharganj Side,  

New Delhi – 110055.  

 

Sub: Selection of Agency for Construction/Installation of Portable Cabin along with 

electrical work in Maulana Azad Campus, Chelmsford Road, New Delhi.  

Sir, 

We/I, the undersigned, offer to provide the services for Construction/Installation of Portable 

Cabin along with electrical work in Maulana Azad Campus, Chelmsford Road, New Delhi 

Terms & Conditions mentioned in this RFP document.  

The Technical & Financial Bid is enclosed herewith as per the Terms and Conditions of the 

Bid and RFP documents. 

All information  provided in the Bid and in the appendices is true and correct and all 

documents accompanying such Bid are true copies of their respective originals. 

 

I acknowledge the rights of the MAEF to reject our bid without assigning any reason or 

otherwise any hereby waive our right to challenge the same on any account whatsoever.  

 

I agree to keep our bid valid for acceptance for 90 days or for subsequently extended period, 

if any, agreed to by us. 

 

It is to certify that we have not directly/indirectly engaged or indulged in any kind of 

fraudulent, corrupt or undesirable practices. 

 

Yours sincerely  

 

Signature 

Name of Authorized Person 

Designation  

Date & Seal 
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Details of Bidder  
 

 

 

For and on behalf of Agency:  

Signature of Authorized Representative/ Signatory: 

Name: 

Designation: 

(Agency Seal) 

 

 

 

 

S. No. Description  Details  

1 Name of Agency  

2 Legal Status (Registered Society/ 
Govt./Semi-Govt./Public Sector/NGO/ 
Autonomous Body/ Proprietorship Firm  
etc. 

(Please enclose a copy of valid 
Registration Certificate. If it is in 
other language, it should be 
translated in Hindi or English and 
attested by notary) 

3 Registration No. & Date of Registration 
of Agency 

 

4 GST Registration Details (Enclose GST Registration copy) 

5 PAN Card Number of the Agency (Submit copy of PAN Card) 

6 Registered/ Head Office Address of the 
Agency 

 

7 Name(s) of CEO/ Director(s)/ Chairman  

8 Phone No.  

9 Fax No.  

10 Email Id. (if any)  
11 Website Address of the Agency  

12 Name of Authorized Representative (Enclose Authorization Letter) 

13 Designation of Representative  

14 Contact Details of Representative 
(Mobile No. / Email Id.) 
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Annexure ɀ A 

Annual Turnover Certificate  
 

(On the Letter head of Chartered Accountant with date, Signature, Firm 

Registration No. & Seal in Original)  

 

It is certify that the (Name of Agency) having its registered office at (Address) has an 

average turnover of ₹_____  or more in last three consecutive years (2015 – 16, 2016 – 17, 

2017 – 18). The annual turnover of the agency are as under –  

 

S. No. Financial Year  Annual Turnover ( ) 

1 2017 – 18  
2 2018 – 19  
3 2019 – 20  

 

 

(Audited Financial Statement of the agency for last three consecutive years are enclosed with 

this Certificate)   
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Annexure ɀ B 

Technical Ability of Agency  
 

(Certificate from the Statutory Auditor)  

 

This is certify that ______________ (Name of Agency) has undertaken and delivered the 

below mentioned agency:   

 

S. No. 
Nature of 

Work   
Location  

Project Cost (INR)  Sanctioned By 

1     
2     
3     
4     
5     
6     

 

 

(Please enclosed the copy of Sanctioned Order/ Work Order issued on the name of the 

Agency for last five financial year). 
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Annexure ɀ C 

Maulana Azad Education Foundation  

Tender Document for Construction of Porta Cabin in the premises of Maulana Azad 

Education Foundation, Chelmsford Road, New Delhi 

 

FORM OF TENDER 

(To be filled by the Tenderer with sign & stamp and submitted within the Financial Bid 

envelope) 

 

To,  

The Secretary,  

Maulana Azad Education Foundation,  

Chelmsford Road,  

New Delhi – 110055.  

 

I/We, ___________________________________ Son/ Daughter of Sri ____________________________ 

Proprietor/ Partner/ CEO/MD/Director of M/s. _________________________________________________ 

of (Address) __________________________________________________________________________ having 

examined the site of works, carefully read and understood the Specifications, General 

Conditions of Contract and Conditions of the Bid, hereby tender and undertake to execute 

and complete all the works required to be performed in accordance with the Specifications, 

Bill of Quantities, General Conditions of Contract, the rates and prices set out in the annexed 

Bill of Quantities within ________________ days / weeks / months from the seventh day of the 

date of receiving work order.  

The total amount put to tender is ₹____________________/- (Rupees in words _________________). 

I/We have submitted Account Payee Demand Draft No. _____________dated ___________ in favour 

of Maulana Azad Education Foundation payable New Delhi for ₹___________________ (Rupees 

______________________) with the tender as Cost of Tender Document.  

I/We have submitted Account Payee Demand Draft No. _____________dated ___________ in favour 

of Maulana Azad Education Foundation payable New Delhi for ₹___________________ (Rupees 

______________________ __________________________________________) with the tender as Earnest Money.  

I also declare that the information / documents furnished along with the proposal and tender 

are true and authentic to the best of my knowledge and belief. I am well aware of the fact 

that furnishing of any false information / fabricated document would lead to rejection of my 

tender / termination of contract at any stage besides liabilities towards prosecution under 

appropriate law. Each page of the tender document and papers submitted by my 
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organization are authenticated, sealed and signed, and I take full responsibility for the entire 

documents submitted with this tender.  

I/We agree that the period for which the tender shall remain open for acceptance shall not 

be less than 90 Days from date of opening of tender.  

S. 
No. 

Description of Items  Qty. 
Uni

t  
Rat
e  

Am
ou
nt  

DSR 
2018  

1 Earth work in excavation by mechanical means (Hydraulic excavator) / 
manual means in foundation trenches or drains (not exceeding 1.5 m in 
width or 10 sq. m on plan), including dressing of sides and ramming of 
bottoms, lift upto 1.5 m, including getting out the excavated soil and 
disposal of surplus excavated soil as directed, within a lead of 50 m. 

        
 (a)All kinds of soil. 

35 
cu
m   2.8.1 

2 Excavating trenches of required width for pipes, cables, etc including 
excavation for sockets, and dressing of sides, ramming of bottoms, 
depth upto 1.5 m, including getting out the excavated soil, and then 
returning the soil as required, in layers not exceeding 20 cm in depth, 
including consolidating each deposited layer by ramming, watering, etc. 
and disposing of surplus excavated soil as directed, within a lead of 50 
m :         
(a)All kinds of soil          
(i)Pipes, cables etc. exceeding 80 mm dia. but not exceeding 300 mm 
dia  

25 
me
tre    

2.10.1.
2 

3 Filling available excavated earth (excluding rock) in trenches, plinth, 
sides of foundations etc. in layers not exceeding 20cm in depth, 
consolidating each deposited layer by ramming and watering, lead up 
to 50 m and lift upto 1.5 m 

24 
cu
m   2.25 

4  Excavating, supplying and filling of local earth (including royalty) by 
mechanical transport upto a lead of 5km also including ramming and 
watering of the earth in layers not exceeding 20 cm in trenches, plinth, 
sides of foundation etc. complete.  10 

cu
m   2.25A 

5 Supplying and filling in plinth with  sand under floors, including 
watering, ramming, consolidating and dressing complete. 

8 
cu
m   2.27 

6 Providing and laying in position cement concrete of specified grade 
excluding the cost of centering and shuttering - All work up to plinth 
level          
(a)1:1½:3 (1 Cement: 1½ coarse sand (zone-III) : 3 graded stone 
aggregate 20 mm nominal size) 

1.5 
cu
m   4.1.2 

(b)1:5:10 (1 cement : 5 coarse sand (zone-III): 10 graded stone 
aggregate 40 mm nominal size) 

14 
cu
m   4.1.10 

7 Centering and shuttering including strutting, propping etc. and removal 
of form work for : 

        
(a)Foundations, footings, bases for columns 

4.5 
sq
m   4.3.1 
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(b)Columns, piers, abutments, pillars, posts and struts 
7 

sq
m   4.3.3 

8 Providing and laying damp-proof course 40mm thick with cement 
concrete 1:2:4 (1 cement : 2 coarse sand (zone-III): 4 graded stone 
aggregate 12.5mm nominal size) 

13.5 
sq
m   4.10 

9 Providing & applying a coat of residual petroleum bitumen of grade of 
VG-10 of approved quality using 1.7kg per square metre on damp proof 
course after cleaning the surface with brushes and finally with apiece of 
cloth lightly soaked in kerosene oil. 

13.5 
sq
m   4.13 

10 Making plinth protection 50mm thick of cement concrete 1:3:6 (1 
cement : 3 coarse sand (zone - III) : 6 graded stone aggregate 20 mm 
nominal size) over 75mm thick bed of dry brick ballast 40 mm nominal 
size, well rammed and consolidated and grouted with fine sand, 
including necessary excavation, levelling & dressing & finishing the top 
smooth. 50 

sq
m   4.17 

11 Reinforced cement concrete work in beams, suspended floors, roofs 
having slope up to 15° landings, balconies, shelves, chajjas, lintels, 
bands, plain window sills, staircases and spiral stair cases above plinth 
level up to floor five level, excluding the cost of centering, shuttering, 
finishing and reinforcement with 1:1.5:3 (1 cement: 1.5 coarse sand 
(zone-III)  : 3 graded stone aggregate 20 mm nominal size). 

1 
cu
m   5.3 

12  Centering and shuttering including strutting, propping etc. and 
removal of form for  

        
 (a)Suspended floors, roofs, landings, balconies and access platform  

5 
sq
m   5.9.3 

13 Steel reinforcement for R.C.C. work including straightening, cutting, 
bending, placing in position and binding all complete upto plinth level. 

        
(a)Thermo-Mechanically Treated bars of grade Fe-500D or more. 72 kg   5.22.6 

14  Brick work with common burnt clay F.P.S. (non-modular) bricks of 
class designation 7.5 in foundation and plinth in: 

        
(a)Cement mortar 1:6 (1 cement : 6 coarse sand) 

25 
cu
m   6.1.2 

15 Brick work with common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 in superstructure above plinth level up to floor V level 
in all shapes and sizes in :         
(a)Cement mortar 1:6 (1 cement : 6 coarse sand) 

2 
cu
m   6.4.2 
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16 Providing and fixing 18 mm thick gang saw cut, mirror polished, 
premoulded and prepolished, machine cut for kitchen platforms, vanity 
counters, window sills, facias and similar locations of required size, 
approved shade, colour and texture laid over 20 mm thick base cement 
mortar 1:4 (1 cement : 4 coarse sand), joints treated with white cement, 
mixed with matching pigment, epoxy touch ups, including rubbing, 
curing, moulding and polishing to edges to give high gloss finish etc. 
complete at all levels 

        
(a)Granite of any colour and shade 

     
(i )Area of slab upto 0.50 sqm  

1.5 
sq
m   8.2.2.1 

17 Providing edge moulding to 18 mm thick marble stone counters, 
Vanities etc., including machine polishing to edge to give high gloss 
finish etc. complete as per design approved by Engineer-in-Charge 

        
(a)Granite work 

2.35 
me
tre    8.3.2 

18  Providing and fixing ISI marked flush door shutters conforming to IS : 
2202 (Part I) decorative type, core of block board construction with 
frame of 1st class hard wood and well matched teak 3 ply veneering 
with vertical grains or cross bands and face veneers on both faces of 
shutters. 

        
(a)35 mm thick including ISI marked Stainless Steel butt hinges with 
necessary screws  

10.5 

 
sq
m    9.20.1 

19 Providing and fixing aluminium sliding door bolts, ISI marked anodised 
(anodic coating not less than grade AC 10 as per IS : 1868), transparent 
or dyed to required colour or shade, with nuts and screws etc. complete  

        
 (a)250x16 mm  

3 
eac
h   9.96.2 

20  Providing and fixing aluminium tower bolts, ISI marked, anodised 
(anodic coating not less than grade AC 10 as per IS : 1868 ) transparent 
or dyed to required colour or shade, with necessary screws etc. 
complete  

        
 (a)250x10 mm  

6 
eac
h   9.97.2 

(b)200x10 mm 
9 

eac
h   9.97.3 

21  Providing and fixing aluminium pull bolt lock, ISI marked, anodised 
(anodic coating not less than grade AC 10 as per IS : 1868) transparent 
or dyed to required colour and shade, with necessary screws bolts, nut 
and washers etc. complete 

4 
eac
h   9.98 

22  Providing and fixing aluminium handles, ISI marked, anodised (anodic 
coating not less than grade AC 10 as per IS : 1868) transparent or dyed 
to required colour or shade, with necessary screws etc. complete  
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 (a)125 mm 
12 

eac
h   

9.100.
1 

 (b)100 mm  
10 

eac
h   

9.100.
2 

23  Providing and fixing aluminium hanging floor door stopper, ISI 
marked, anodised (anodic coating not less than grade AC 10 as per IS : 
1868) transparent or dyed to required colour and shade, with 
necessary screws etc. complete 

        
 (a)Twin rubber stopper  

3 
eac
h   

9.101.
2 

24 Providing and fixing pressed steel door frames conforming to IS: 4351, 
manufactured from commercial mild steel sheet of 1.60 mm thickness, 
including hinges, jamb, lock jamb, bead and if required angle threshold 
of mild steel angle of section 50x25 mm, or base ties of 1.60 mm, 
pressed mild steel welded or rigidly fixed together by mechanical 
means, including M.S. pressed butt hinges 2.5 mm thick with mortar 
guards, lock strike-plate and shock absorbers as specified and applying 
a coat of approved steel primer after pre-treatment of the surface as 
directed by Engineer-in-charge 

        
(a)Profile B         
(i)Fixing with adjustable lugs with split end tail to each jamb  

32 
me
tre   

10.14.
1.1 

25 Steel work in built up tubular (round, square or rectangular hollow 
tubes etc.) trusses etc., including cutting, hoisting, fixing in position and 
applying a priming coat of approved steel primer, including welding 
and bolted with special shaped washers etc. complete 

        
(a)Hot finished seamless type tubes 190

0 kg   
10.16.

2 
26 Providing and fixing mild steel round holding down bolts with nuts and 

washer plates complete. 
125 kg   10.19 

27  Providing and laying vitrified floor tiles in different sizes (thickness to 
be specified by the manufacturer) with water absorption less than 
0.08% and conforming to IS: 15622, of approved make, in all colours 
and shades, laid on 20mm thick cement mortar 1:4 (1 cement : 4 coarse 
sand), jointing with grey cement slurry @ 3.3 kg/ sqm  including 
grouting the joints with white cement and matching pigments etc., 
complete. 

        
(a)Size of Tile 800x800 mm  

80 
sq
m   

11.41.
3 
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28 Providing and fixing pre-coated galvanised iron profile sheets (size, 
shape and pitch of corrugation as approved by Engineer-in-charge) 
0.50 mm (+ 0.05 %) total coated thickness with zinc coating 120 grams 
per sq. m as per IS: 277, in 240 mpa steel grade, 5-7 microns epoxy 
primer on both side of the sheet and polyester top coat 15-18 microns. 
Sheet should have protective guard film of 25 microns minimum to 
avoid scratches during transportation and should be supplied in single 
length upto 12 metre or as desired by Engineer-in-charge. The sheet 
shall be fixed using self drilling /self tapping screws of size (5.5x 55 
mm) with EPDM seal, complete upto any pitch in horizontal/ vertical or 
curved surfaces, excluding the cost of purlins, rafters and trusses and 
including cutting to size and shape wherever required.  

110 
sq
m   12.50 

29  Providing and fixing pre-coated galvanised steel sheet roofing 
accessories 0.50 mm (+0.05 %) total coated thickness, Zinc coating 120 
grams per sqm as per IS: 277, in 240 mpa steel grade, 5-7 microns epoxy 
primer on both side of the sheet and polyester top coat 15-18 microns 
using self drilling/ self tapping screws complete . 

        
(a)Ridges plain (500 - 600mm) 

14.2 
me
tre   

12.51.
1 

30 Providing and Fixing 15 mm thick densified tegular edged eco friendly 
light weight calcium silicate false ceiling tiles of approved texture of size 
595 x 595 mm in true horizontal level, suspended on inter locking metal 
grid of hot dipped galvanised steel sections (galvanising @ 120 grams 
per sqm including both side) consisting of main ‘T’ runner suitably 
spaced at joints to get required length and of size 24x38 mm made from 
0.33 mm thick (minimum) sheet, spaced 1200 mm centre to centre, and 
cross “T” of size 24x28 mm made out of 0.33 mm (Minimum) sheet, 
1200 mm long spaced between main ’T’ at 600 mm centre to centre to 
form a grid of 1200x600 mm and secondary cross ‘T’ of length 600 mm 
and size 24 x28 mm made of 0.33 mm thick (Minimum) sheet to be inter 
locked at middle of the 1200x 600 mm panel to from grid of size 
600x600 mm, resting on periphery walls /partitions on a Perimeter 
wall angle pre-coated steel of size(24x24X3000 mm made of 0.40 mm 
thick (minimum) sheet with the help of rawl plugs at 450 mm centre to 
centre with 25 mm long dry wall screws @ 230 mm interval and laying 
15 mm thick densified edges calcium silicate ceiling tiles of approved 
texture in the grid, including, cutting/ making opening for services like 
diffusers, grills, light fittings, fixtures, smoke detectors etc., wherever 
required. Main ‘T’ runners to be suspended from ceiling using G.I. 
slotted cleats of size 25x35x1.6 mm fixed to ceiling with 12.5 mm dia. 
and 50 mm long dash fasteners, 4 mm G.I. adjustable rods with 
galvanised steel level clips of size 85 x 30 x 0.8 mm, spaced at 1200 mm 
centre to centre along main ‘T’, bottom exposed with 24 mm of all T-
sections shall be pre-painted with polyester baked paint, for all heights, 
as per specifications, drawings and as directed by Engineer-in-Charge.         
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Note :- Only calcium silicate false ceiling area will be measured from 
wall to wall. No deduction shall be made for exposed frames/ opening 
(cut outs) having area less than 0.30 sqm. The calcium silicate ceiling 
tile shall have NRC value of 0.50 (Minimum), light reflection > 85%, 
non- combustible as per B.S. 476 part IV, 100% humidity resistance and 
also having thermal conductivity <0.043 w/ mK. 

80 
sq
m   12.53 

31 12 mm cement plaster of mix :         
(a)1:6 (1 cement: 6 coarse sand)  

30 
sq
m   13.4.2 

32 Distempering with oil bound washable distemper of approved brand 
and manufacture to give an even shade : 

        
  (a)New work (two or more coats) over and including water thinnable 

priming coat with cement primer 
280 

sq
m   

13.41.
1 

33 Finishing walls with Premium Acrylic Smooth exterior paint with 
Silicone additives of required shade:         

  (a)New work (Two or more coats applied @ 1.43 ltr/10 sqm over and 
including priming coat of exterior primer applied @ 2.20 kg/10 sqm)  

130 
sq
m   

13.47.
1 

34  Painting with synthetic enamel paint of approved brand and 
manufacture to give an even shade : 

        
(a)Two or more coats on new work 

80 
sq
m   

13.61.
1 

35 Providing and fixing water closet squatting pan (Indian type W.C. pan ) 
with 100 mm sand cast Iron P or S trap, 10 litre low level white P.V.C. 
flushing cistern, including flush pipe, with manually controlled device 
(handle lever) conforming to IS : 7231, with all fittings and fixtures 
complete, including cutting and making good the walls and floors 
wherever required 

        
(a)White Vitreous china Orissa pattern W.C. pan of size 580x440 mm 
with integral type foot rests 

1 
eac
h   17.1.1 

36 Providing and fixing white vitreous china pedestal type water closet 
(European type) with seat and lid, 10 litre low level white vitreous 
china flushing cistern & C.P. flush bend with fittings & C.I. brackets, 40 
mm flush bend, overflow arrangement with specials of standard make 
and mosquito proof coupling of approved municipal design complete, 
including painting of fittings and brackets, cutting and making good the 
walls and floors wherever required : 

        
 (a)W.C. pan with ISI marked white solid plastic seat and lid 

2 
eac
h   17.3.1 
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37 Providing and fixing white vitreous china flat back half stall urinal of 
size 580x380x350 mm with white PVC automatic flushing cistern, with 
fittings, standard size C.P. brass flush pipe, spreaders with unions and 
clamps (all in C.P. brass) with waste fitting as per IS : 2556, C.I. trap with 
outlet grating and other couplings in C.P. brass, including painting of 
fittings and cutting and making good the walls and floors wherever 
required  

        
(a)Single half stall urinal with 5 litre P.V.C. automatic flushing cistern 

2 
eac
h   17.5.1 

38  Providing and fixing wash basin with C.I. brackets, 15 mm C.P. brass 
pillar taps, 32 mm C.P. brass waste of standard pattern, including 
painting of fittings and brackets, cutting and making good the walls 
wherever require: 

        
(a)White Vitreous China Wash basin size 550x400 mm with a pair of 15 
mm C.P. brass pillar taps  

3 
eac
h   17.7.3 

39 Providing and fixing Stainless Steel A ISI 304 (18/8) kitchen sink as per 
IS:13983 with C.I. brackets and stainless steel plug 40 mm, including 
painting of fittings and brackets, cutting and making good the walls 
wherever required 

        
 (a)Kitchen sink without drain board         
(i)610x510 mm bowl depth 200 mm 

1 
eac
h   

17.10.
2.1 

40  Providing and fixing 8 mm dia C.P. / S.S. Jet with flexible tube upto 1 
metre long with S.S. triangular plate to Eureopean type W.C. of quality 
and make as approved by Engineer - in - charge. 

2 
eac
h   

17.16
A 

41  Providing and fixing P.V.C. waste pipe for sink or wash basin including 
P.V.C. waste fittings complete.         
(a)Flexible pipe 

        
(i)32 mm dia  

2 
eac
h   

17.28.
2.1 

(ii)40 mm dia  
1 

eac
h   

17.28.
2.2 

42  Providing and fixing 600x450 mm beveled edge mirror of superior 
glass (of approved quality) complete with 6 mm thick hard board 
ground fixed to wooden cleats with C.P. brass screws and washers 
complete 2 

eac
h    17.31 

43 Providing and fixing 600x120x5 mm glass shelf with edges round off, 
supported on anodised aluminium angle frame with C.P. brass brackets 
and guard rail complete fixed with 40 mm long screws, rawl plugs etc., 
complete 

2 

 
eac
h    17.33 

44  Providing and fixing toilet paper holder :         
(a)C.P. brass 

2 
eac
h    

17.34.
1 

45  Providing and fixing soil, waste and vent pipes : 
        

(a)100 mm dia         
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(i)Centrifugally cast (spun) iron socket & spigot (S&S) pipe as per IS: 
3989  

8 
me
tre   

17.35.
1.2 

(b)75 mm diameter          
(i)Centrifugally cast (spun) iron socketed pipe as per IS: 3989  

12 
me
tre   

17.35.
2.2 

46 Providing and fixing bend of required degree with access door, 
insertion rubber washer 3 mm thick, bolts and nuts complete. 

        
(a)100 mm dia         
(i)Hubless centrifugally cast (spun) iron epoxy coated inside & outside 
as per IS:15905  

3 
eac
h    

17.38.
1.3 

 (b)75 mm dia         
(i)Hubless centrifugally cast (spun) iron epoxy coated inside & outside 
as per IS:15905  

4 
eac
h    

17.38.
2.3 

47 Providing and fixing heel rest sanitary bend         
(a)100 mm dia         
(i)Sand cast iron S&S as per IS - 3989 

3 
eac
h    

17.40.
1.2 

48 Providing lead caulked joints to sand cast iron/centrifugally cast (spun) 
iron pipes and fittings of diameter : 

        
(a)100 mm 

12 
eac
h    

17.58.
1 

(b)75 mm 
15 

eac
h    

17.58.
2 

49 Providing and fixing trap of self cleansing design with screwed down or 
hinged grating with or without vent arm complete, including cost of 
cutting and making good the walls and floors : 

        
(a)100 mm inlet and 75 mm outlet         
(i)Sand cast iron S&S as per IS - 3989 

5 
eac
h    

17.60.
2.1 

50 Providing and fixing PTMT towel rail complete with brackets fixed to 
wooden cleats with CP brass screws with concealed fittings 
arrangement of approved quality and colour.         
(a)450 mm long towel rail with total length of 495 mm, 78 mm wide 
and effective height of 88 mm, weighing not less than 170 gms 1 

eac
h    

17.73.
1 

51 Providing and fixing G.I. pipes complete with G.I. fittings and clamps, i/c 
cutting and making good the walls etc. 

        
Internal work - Exposed on wall         
(a)15 mm dia nominal bore 

20 
me
tre   

18.10.
1 

(b)20 mm dia nominal bore 
10 

me
tre   

18.10.
2 

52 Providing and fixing G.I. pipes complete with G.I. fittings including 
trenching and refilling etc. 
External work         
(a)20 mm dia nominal bore 

28 
me
tre   

18.12.
2 
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(b)25 mm dia nominal bore 
25 

me
tre   

18.12.
3 

53 Making connection of G.I. distribution branch with G.I. main of following 
sizes by providing and fixing tee, including cutting and threading the 
pipe etc. complete : 

        
(a)25 to 40 mm nominal bore 

1 
eac
h   

18.13.
1 

54 Providing and fixing gun metal gate valve with C.I. wheel of approved 
quality (screwed end) : 

        
(a)25 mm nominal bore 

1 
eac
h   

18.17.
1 

(b)20 mm nominal bore 
1 

eac
h   

18.17.
1A 

55 Providing and fixing ball valve (brass) of approved quality, High or low 
pressure, with plastic floats complete : 

        
(a)25 mm nominal bore 

1 
eac
h   

18.18.
3 

56 Providing and fixing uplasticised PVC connection pipe with brass 
unions : 

        
(a)45 cm length 

        
(i)15 mm nominal bore 

5 
eac
h   

18.21.
2.1 

57 Painting G.I. pipes and fittings with synthetic enamel white paint with 
two coats over a ready mixed priming coat, both of approved quality for 
new work :         
(a)15 mm diameter pipe 

20 
me
tre   

18.38.
1 

(b)20 mm diameter pipe 
10 

me
tre   

18.38.
2 

58 Painting G.I. pipes and fittings with two coats of anti-corrosive 
bitumastic paint of approved quality : 

        
(a)20 mm diameter pipe 

28 
me
tre   

18.40.
2 

(b)25 mm diameter pipe 
25 

me
tre   

18.40.
3 

59 Providing and filling sand of grading zone V or coarser grade, allround 
the G.I. pipes in external work : 

        
(a)20 mm diameter pipe 

28 
me
tre   

18.41.
2 

(a)25 mm diameter pipe 
25 

me
tre   

18.41.
3 

60 Providing and fixing G.I. Union in G.I. pipe including cutting and 
threading the pipe and making long screws etc. complete (New work)  : 

        
(a)15 mm nominal bore 

2 
eac
h   

18.46.
1 

(b)20 mm nominal bore 
2 

eac
h   

18.46.
2 
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(c)25 mm nominal bore 
1 

eac
h   

18.46.
3 

61 Providing and placing on terrace (at all floor levels) polyethylene water 
storage tank, IS : 12701 marked, with cover and suitable locking 
arrangement and making necessary holes for inlet, outlet and overflow 
pipes but without fittings and the base support for tank. 

100
0 

per 
litr
e   18.48 

62 Providing and fixing C.P. brass bib cock of approved quality conforming 
to IS:8931 : 

        
(a)15 mm nominal bore 

4 
eac
h   

18.49.
1 

63 Providing and fixing C.P. brass stop cock (concealed) of standard design 
and of approved make conforming to IS:8931. 

        
(a)15 mm nominal bore 

6 
eac
h   

18.52.
1 

64 Providing and fixing PTMT grating of approved quality and colour.         
(a)Circular type         
(i )125 mm nominal dia with 25 mm waste hole 

4 
eac
h   

18.58.
1.2 

65 Providing, laying and jointing glazed stoneware pipes class SP-1 with 
stiff mixture of cement mortar in the proportion of 1:1 (1 cement : 1 fine 
sand) including testing of joints etc. complete :         
(a)100 mm diameter 

32 
me
tre   19.1.1 

(b)150 mm diameter 
10 

me
tre   19.1.2 

66 Providing and laying cement concrete 1:5:10 (1 cement : 5 coarse sand 
: 10 graded stone aggregate 40 mm nominal size) all-round S.W. pipes 
including bed concrete as per standard design : 

        
(a)100 mm diameter S.W. pipe 

32 
me
tre   19.2.1 

(b)150 mm diameter S.W. pipe 
10 

me
tre   19.2.2 

67 Providing and fixing square-mouth S.W. gully trap class SP-1 complete 
with C.I. grating brick masonry chamber with water tight C.I. cover with 
frame of 300 x300 mm size (inside) the weight of cover to be not less 
than 4.50 kg and frame to be not less than 2.70 kg as per standard 
design 

        
(a)150 x 100 mm size P type         
(i)With common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 

4 
eac
h   

19.4.2.
1 
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68 Constructing brick masonry manhole in cement mortar 1:4 ( 1 cement : 
4 coarse sand ) with R.C.C. top slab with 1:1.5:3 mix (1 cement : 1.5 
coarse sand (zone- III) : 3 graded stone aggregate 20 mm nominal size), 
foundation concrete 1:4:8 mix (1 cement : 4 coarse sand (zone- III) : 8 
graded stone aggregate 40 mm nominal size), inside plastering 12 mm 
thick with cement mortar 1:3 (1 cement : 3 coarse sand) finished with 
floating coat of neat cement and making channels in cement concrete 
1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm 
nominal size) finished with a floating coat of neat cement complete as 
per standard design : 

        
(a)Inside size 90x80 cm and 45 cm deep including C.I. cover with frame 
(light duty) 455x610 mm internal dimensions, total weight of cover and 
frame to be not less than 38 kg (weight of cover 23 kg and weight of 
frame 15 kg) : 

        
(i)With common burnt clay F.P.S. (non modular) bricks of class 
designation 7.5 

4 
eac
h   

19.7.1.
1 

69 Making connection of drain or sewer line with existing manhole 
including breaking into and making good the walls, floors with cement 
concrete 1:2:4 mix (1 cement : 2 coarse sand : 4 graded stone aggregate 
20 mm nominal size) cement plastered on both sides with cement 
mortar 1:3 (1 cement : 3 coarse sand), finished with a floating coat of 
neat cement and making necessary channels for the drain etc. complete 
: 

        
For pipes 100 to 250 mm diameter 

1 
eac
h   

19.21.
1 

70 Providing and fixing aluminium work for doors, windows, ventilators 
and partitions with extruded built up standard tubular sections/ 
appropriate Z sections and other sections of approved make 
conforming to IS: 733 and IS: 1285, fixing with dash fasteners of 
required dia and size, including necessary filling up the gaps at 
junctions, i.e. at top, bottom and sides with required EPDM rubber/ 
neoprene gasket etc. Aluminium sections shall be smooth, rust free, 
straight, mitred and jointed mechanically wherever required including 
cleat angle, Aluminium snap beading for glazing / panelling, C.P. brass 
/ stainless steel screws, all complete as per architectural drawings and 
the directions of Engineer-in-charge. (Glazing, panelling and dash 
fasteners  to be paid for separately) : 

        
(a)For shutters of doors, windows & ventilators including providing 
and fixing hinges/ pivots and making provision for fixing of fittings 
wherever required including the cost of EPDM rubber / neoprene 
gasket required (Fittings shall be paid for separately) 

        
(i)Polyester powder coated aluminium (minimum thickness of 
polyester powder coating 50 micron) 25 kg   

21.1.2.
3 

71 Providing and fixing glazing in aluminium door, window, ventilator 
shutters and partitions etc. with EPDM rubber / neoprene gasket etc. 
complete as per the architectural drawings and the directions of 
engineer-in-charge. (Cost of aluminium snap beading shall be paid in 
basic item):         
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(a)With float glass panes of 4.0 mm thickness (weight not less than 10 
kg/ sqm) 

6 
sq
m   21.3.1 

72 Providing and fixing anodised aluminium grill (anodised transparent or 
dyed to required shade according to IS: 1868 with minimum anodic 
coating of grade AC 15) of approved design/pattern, with approved 
standard section and fixed to the existing window frame with C.P. 
brass/ stainless steel screws @ 200 mm centre to centre, including 
cutting the grill to proper opening size for fixing and operation of 
handles and fixing approved anodised aluminium standard section 
around the opening, all complete as per requirement and direction of 
Engineer-in-charge. (Only weight of grill to be measured for payment). 

10 kg   21.17 
73 Providing and fixing in position at site partition walls made upto 50mm 

thick composite modular panels consisting of 2 fibre reinforced cement 
sheet on either side of light 61.5% Mica 5.5& and sand aggregate. These 
poanels to be of 60metre in width and 2.4m, 2.7m, 3.0m (according to 
site requirement) in length and to be pice on tongue and groove jointing 
system in junk coated U profile top and bottom thick track is to be made 
with minimum 1.25mm thick GI  Channel conforming to IS: 217/1992 
having fledges of 24mm and base of 52mm fixed to the plinth with help 
of steel dash fastener place at 600mm c/c with the help of stainless steel 
screws the rat shall be inclusive of providing of fixing of CRC U profile 
channel of size 52mm base and 24mm flanges made out of 16mm thick 
CRC  sheet after cutting and bending and welding in position to make 
channels for opening door / windows AC, ventilators, opening in 
Aerocon wall panels. The rate shall inclusive of filling the internal and 
external joint of prefabricated wall panels with silicone acrylic paste 
and applying 2 inches wide fibre tape to make the surface flush for 
painting only primary support of steel columns (Section depends on 
structural design) will he provided by fixing the wall panel to the 
coloumn with 6mm dia nut and bolts complete and as per the direction 
in charge. 

173 
sq
m   N.S. 

  TOTAL (a) in          

b. Estimate for Electrical work in Porta Cabin of MAEF, Chelmsford Road, New Delhi.  

Sr. 
No. 

Description of Item  Ref : Un
it  

L.B.
H. 

Contents Rat
e  

Amo
unt  
(in 
Rs,) 

1. Supplying and fixing following size/ modules, 
GI box alongwith modular base & cover plate 
for modular switches in recess etc. as 
required. 

1.27.1- 1or 2 Module (75mmX75mm)  

Item No, 
1.27 of 
Elect. 
DSR-2018 

No
s. 
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  For Telephones = 6 Nos. 
For TV cable  = 2 Nos. 

8 Nos. 
2. 1.27.2- 3 Module (100mmX75mm)  Item No, 

1.27 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 

Kitchen 1 

Reception 1 

Total  2 Nos. 
 

3. 1.27.4- 6 Module (200mmX75mm)  

(For 2 switch & 2 socket) 

Item No, 
1.27 of 
Elect. 
DSR-2018 

No
s. 

    

 

 

Location Qty. (in Nos.) 

Working Tables 7 

Reception 1 

Conference room 4 

Projector 2 

Total  14 Nos. 
 

4. Supplying and fixing following modular 
switch/ socket on the existing modular plate 
& switch box including connections but 
excluding modular plate etc. as required. 

1.24.1 - 5/6 A switch  

Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 

Working Tables 7X2=14 

Reception 1 X2=2 

Conference room 4 X2=8 

Projector 2 X2=4 

Kitchen 1X1=1 

Reception 1 X1=1 

Total  30 nos. 
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5. 1.24.4 - 3 pin 5/6 A socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 

Working Tables 7X2=14 

Reception 1 X2=2 

Conference room 4 X2=8 

Projector 2 X2=4 

Kitchen 1X1=1 

Reception 1 X1=1 

Total  30 nos. 
 

6. 1.24.6 -Telephone socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

For 
Telephones = 
6 Nos. 

  

7. 1.24.7 ɀTV antenna socket outlet  Item No, 
1.24 of 
Elect. 
DSR-2018 

No
s. 

 Qty = 2 
Nos. 

  

8. Wiring for circuit/ submain wiring alongwith  
earth wire with the following sizes of FRLS PVC 
insulated copper conductor, single core cable in 
surface/ recessed medium class PVC conduit as 
required 
1.14.2 - 2 X 2.5 sq. mm + 1 X 2.5 sq. mm earth 
wire  

Item No, 
1.14 of 
Elect. DSR-
2018 

No
s. 

    

 Location Qty. 
Working Tables  

 Reception 

Conference room 
Projector 
Kitchen 
Reception 
Total  Lumpsum 
For light  
& power sockets and 5 AC s   

140 
+100 
+130  
370 mtrs  
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9. Supplying and drawing co-axial TV cable RG-6 
grade, 0.7 mm solid copper conductor PE 
insulated, shielded with fine tinned copper 
braid and protected with PVC sheath in the 
existing surface/ recessed steel/ PVC conduit 
as required 

Item No, 
1.19 of 
Elect. 
DSR-2018 

No
s. 

 Qty=20 
Mtrs. 

  

 For  2Nos. TV cable connection=20 mtrs  

10. Supplying and drawing following pair 0.5 mm 
dia. FRLS PVC insulated annealed copper 
conductor, unarmored telephone cable in the 
existing surface/ recessed steel/ PVC conduit 
as required. 

Item No, 
1.18 of 
Elect. 
DSR-2018 

No
s. 

For  6 Nos. 
Telephones 
Lumpsum = 

100 mtrs 

  

11 Supplying and fixing of following sizes of medium 
class PVC conduit along with accessories in 
surface/recess including cutting the wall and 
making good the same in case of recessed conduit 
as required. 
1.21.2-  25 mm 

Item No, 
1.21 of 
Elect. DSR-
2018 

No
s. 

    

 Location Qty. 
Working Tables  
Reception 

Conference room 
Projector 
Kitchen 
Reception 
For  6 Nos. Telephones  
Total  Lumpsum 
For light ,Telephone, 
Sockets  and 5 Nos. ACs, 
Antenna cable 

140 
+100 
+130  
370 mtrs  

 

12. Supplying and fixing suitable size GI box with 
modular plate and cover in front on surface or 
in recess, including providing and fixing 6 pin 
5/6 & 15/16 A modular socket outlet and 
15/16 A modular switch, connections etc. as 
required. 

Item No, 
1.32 of  
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 
Working Tables 3 
Reception 1 

Conference room 2 
Kitchen 2 
Total  8 nos. 
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13. Wiring for light point/ fan point/ exhaust fan 
point/ call bell point with 1.5 sq.mm FRLS PVC 
insulated copper conductor single core cable in 
surface / recessed medium class PVC conduit, 
with modular switch, modular plate, suitable GI 
box and earthing the point with 1.5 sq.mm FRLS 
PVC 
1.10.3- Group C 

Item No, 
1.10.3 of 
Elect. 
DSR-2018 

No
s. 

    

 Location Qty. (in Nos.) 
Lights 21 
Wall fan 16 

Exhaust Fan 4 
Miscellaneous/Extra 9 
Total  50 nos. 

 

14. Supplying and fixing 20 A, 240 V, SPN 
Industrial type socket outlet, with 2 pole and 
earth, metal enclosed plug top alongwith 20 A 
"C" curve, SP, MCB, in sheet steel enclosure, 
on surface or in recess, with chained metal 
cover for the socket out let and complete with 
connections, testing and commissioning etc. 
as required. 

Item No, 
2.18 of 
Elect. 
DSR-2018 

No
s. 

    

 For A.C.s = 5 Nos. 

15. Supplying and fixing modular blanking plate 
on the existing modular plate & switch box 
excluding modular plate as required. 

Item No. 
1.26 of 
Elect. 
DSR-2018 

No
s. 

    

 As per requirement =12Nos. 

16. Supplying and fixing following rating, four 
pole, (three phase and neutral), 415 volts, 
residual current circuit breaker (RCCB), 
having a sensitivity current 30 mA in the 
existing MCB DB complete with connections, 
testing and commissioning etc. as required. 

2.15.3 - 63 A 

Item No. 
2.15 of 
Elect. 
DSR-2018 

No
s. 

 Qty = 
1No. 

  

17. Supplying and fixing following rating, double 
pole, (single phase and neutral), 240 V, 
residual current circuit breaker (RCCB), 
having a sensitivity current 30 mA in the 
existing MCB DB complete with connections, 
testing and commissioning etc. as required. 

Item No. 
2.14 of 
Elect. 
DSR-2018 

No
s. 

 Qty =  3 
No. for  
submain 
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2.14.3- 63 A 

18. Supplying and fixing following rating, double pole, 
240 V, isolator in the existing MCB DB complete 
with connections, testing and commissioning etc. 
as required 
2.12.2- 63 A 

Item No. 
2.12 of 
Elect. 
DSR-2018 

No
s. 

 Qty=  5 
No. for 
A.C.s 

  

19. Supplying and fixing 5 A to 32 A rating, 
240/415 V, 10 kA, "C" curve, miniature circuit 
breaker suitable for inductive load of 
following poles in the existing MCB DB 
complete with connections, testing and 
commissioning etc. as required. 

2.10.3 ɀ Double  pole  

Item No. 
2.10 of 
Elect. 
DSR-2018 

No
s. 

 Qty= 8 
No. for 
Power/s
witch 
Socket 
supply. 

  

20 Supplying and fixing 5 A to 32 A rating, 240/415 
V, 10 kA, "C" curve, miniature circuit breaker 
suitable for inductive load of following poles in 
the existing MCB DB complete with connections, 
testing and commissioning etc. as required. 
2.10.1 -Single pole 

Item No. 
2.10 of 
Elect. 
DSR-2018 

No
s. 

 For 
S/Board 
Circuits 
etc. 

Qty. 12 
Nos. 

  

21. Supplying and fixing of following ways 
surface/ recess mounting, vertical type, 415 V, 
TPN MCB distribution board of sheet steel, 
dust protected, duly powder painted, 
inclusive of 200 A tinned copper bus bar, 
common neutral link, earth bar, din bar for 
mounting MCBs (but without MCBs and 
incomer ) as required . (Note : Vertical type 
MCB TPDB is normally used where 3 phase 
outlets are required.) 

2.5.3 --12 way (4 + 36), Double door  

Item No. 
2.5 of 
Elect. 
DSR-2018 

No
s. 

 Qty. 1 
No. 

  

22. Earthing with G.I. earth pipe 4.5 meter long, 
40 mm dia. including accessories, and 
providing masonry enclosure with cover plate 
having locking arrangement and watering 
pipe etc. with charcoal/ coke and salt as 
required. 

Item No. 
5.2 of 
Elect. 
DSR-2018 

  Qty. 1 
No. 
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23 Providing and laying 50 SQMM X 4 CORE A2XFY 
ALUMINIUM XLPE INSU. Armoured STR CABLE 
1.1 KV AS PER IS 7098(PART 1) 1988, Havells/ 
Polycab make. 
(From main Supply Panel to New Porta Cabin I/C 
including loop) 

Non 
Schedule 
Item  

Me
ter 

 75 Mtr   

24. Supplying, installation, testing & 
commissioning of smoke detector with built-
in LED and mounting base complete with all 
connections etc. as required with complete 
Alarm system and at least 4 Nos. sensors. 

Non 
Schedule 
Item  

Sy
ste
m 

 1 No.   

25 Supplying and fixing Exhaust Fan 9” With 
louvers / Flaps on discharge / outside of  
Havells brand(heavy duty) 

Non 
Schedule 
Item 

No
s. 

 Qty = 4 
Nos. 

  

26. Supplying and fixing Wall Fan 16”/400mm  of  
Crompton  brand 

Non 
Schedule 
Item 

No
s. 

 Qty = 16 
Nos. 

  

27. Supplying and fixing False ceiling fixture LED 
Light 2’X2’ (20 Watt) of  Havells/Phillips  
brand 

Non 
Schedule 
Item 

No
s. 

 Qty = 21 
Nos. 

 

  

 Total as per DSR -2018 (item No. 1 to 22) and Non schedule Items =  

 4ÏÔÁÌ ÉÎ ɉÂɊ  

 Grand Total (a+b)   

 

 

Signature of the Authorized person  

(Seal of the Tenderer)  

Name __________  

Address: ________  

Witness:  

Signature: __________________________  

Name: _____________________________  

Address: ___________________________  
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Annexure ɀ D 

 
Obligation/Compliance to be ensured by Bidder  

 
S. No. Particular  To be complied by bidder  

  Yes No 
1 GST Registration No.   
2 Compliance of Provision of child labour act, 

workman compensation act 
  

3 To ensure treatment in case of accident injuries 
suffered in performance of work including wages 
and compensation under WC Act 

  

4 Send accident report to Regional Labour 
Commissioner (RLC) 

  

5 PF Registration number with detail of deployed 
staff 

  

 
 

Yours sincerely  

 

Signature 

Name of Authorized Person 

Designation  

Date & Seal 
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Annexure ɀ E 

Indemnity Undertaking  
 
 

I on behalf of M/s……………………………………………………………………..……………………. hereby 
agree and undertake that I have understood all the safety rules and procedures and all staff 
Technical & No-Technical working on behalf of M/s……………………………………………………..… 
will abide by all safety rules and procedures. I declare that I 
M/s……………………………………………will be responsible for any safety violations/accident etc. 
The ………………………………., MAEF will not be responsible in case of any accident/incident and 
will not compensate financially or otherwise.  
 
 
I hereby declare that I am sole responsible on behalf of M/s. ………………………………… for giving 
such declaration. 
 
 
 

       
 

      Name of Indemnifier  
        

 Signature of Indemnifier 
 

Stamp/Seal of the Indemnifier/Contractor 
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Annexure ɀ F 
 

(An affidavit on a non -judicial stamp paper of Rs.100/ - by Authorized Representative 

of the Agency) 

 

 

 

AFFIDAVIT for NON BLACKLISTED / NON BANNED PARTY 

 

 

It is hereby certified that M/s_______________________________________ is not blacklisted/debarred 

by Govt. of India or its undertakings /any State Govt. or its undertaking or any other Govt. of 

India & State Govt. funding agencies / regulatory authorities as on date. 

 

M/s_______________________________________ is not involved in any major litigation that may have 

an impact or affect that may compromise the delivery of services as required by Maulana 

Azad Education Foundation (MAEF) for construction of Porta Cabin.   

 

M/s_______________________________________ would immediately inform MAEF in case of any 

change in the situation any time hereinafter.  
 

 

 

 

For and on behalf of:  

 

Signature of Authorized Representative/ Signatory: 

Name: 

Designation: 

(Seal) 

Date 
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Proposed Layout of Porta Cabin  


